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Driveways
The perfect way to add functionality, value, and an element of 

grandeur to your home is with a luxurious custom entrance

Concrete driveways have a wide range of advantages over other methods such as paving stones, asphalt, or gravel. 

The longevity of a concrete driveway far surpasses asphalt or paving stones. There are many aesthetic options when 

it comes to concrete; simple grey concrete is a thing of the past. We are able to stain, dye, grind, or finish 

concrete to give it a variety of different colours, designs, or textures.  You can feel confident that 

Flintstones’ superior craftsmanship in preparation and installation of concrete will provide you 

with a beautiful, high-quality, and long-lasting concrete product.





Getting concrete right requires more expertise than most people realize. Improperly built forms 

will spoil a job from the first pour. Too much water in the mix reduces concrete strength; too little 

makes it unworkable. Let it dry too fast and it will promote cracking. Poor trowel technique will ruin 

the finish. When it comes to concrete construction, precise execution is critical. There’s no time to 

deliberate over decisions mid-pour. Once concrete hardens, you can’t go back and fix mistakes. 

That’s why experienced concrete finishers are in such high demand. At Flintstones, we are 

privileged to have some of the best concrete finishers working with us. Whether 

it’s a concrete wall, floor, foundation, slab, sidewalk, or driveway, Flintstones 

understands that getting the best results requires the best people. 

our difference  
Do it once,  do it right!



The first step in pouring a concrete slab is to prepare a proper subgrade to prevent sinking and movement and to direct water flow. 

Firstly, it is necessary to excavate down to solid, undisturbed soil or to a solid subgrade. The depth of the excavation depends upon the 

condition of the materials encountered. The next step is to lay down a minimum of four inches of gravel road base. Compacting the road 

base for a solid foundation is crucial in producing a long lasting, quality concrete product. Once the preparation is complete, the custom 

wood formwork is built to the shape of the desired area. Steel reinforcements are installed before we pour the concrete to provide extra 

strength and to prevent the concrete from heaving once it has set. After all the necessary preparations are complete, it is time to pour 

the concrete. The actual concrete mixture used is dependent upon individual requirements. For larger jobs it may be necessary to bring 

in a pump truck, while smaller jobs may be poured by hand.

How we do it 
Preparation and Installation 



Rebar Reinforcement Fibre-mesh Reinforcement

Concrete forms and Flintstones Bobcat Flintstones Crane and Compactor





Coloured Stamped 

Exposed Aggregate with drains and expansion joints 

Hand Troweled High Gloss Sealer

Broom Finish 

Exposed Aggregate

Power Troweled

Drainage

Any concrete product must have a 

slope to it in order for water to run off. 

In cases where slopes are limited 

or water run off is not possible, it is 

necessary to add drains to assist in 

draining the water. California drains 

and catch basins can be installed and 

connected to the existing or newly 

installed perimeter drainage system. 

Finishes and Colours

Colors, dyes, stains and may be either 

added into the cement or applied topically 

for a decorative finish. Finishing options 

such hand troweling, power troweling, 

stamping, grinding, or exposing the 

concrete surface can transform the look of 

the concrete into a work of art.

Expansion Joints

Expansion joints control and minimize 

the effects of cracks formed due to 

heat-induced expansion and contraction. 

These functional components can be installed 

in decorative patterns to create a unique 

concrete project.

Sealers and Enhancers

Sealers protect concrete from moisture, 

vehicle oil drips, stains, and dull spots from 

UV rays. Sealers also add a decorative 

aspect to the concrete by providing a matte, 

semi-gloss, or high-gloss finish.
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Flintstones Masonry 

520 Ardersier Rd

Victoria, BC, Canada

V8Z 1C7

Contact Us

Tel. 250 880 1188

Fax. 250 590 1727

email. info@flintstonesmasonry.com

Connect With Us 

facebook.com/flintstonesmasonryhomeimprovements

twitter.com/flintstoneshome

youtube.com/flintstonesmasonry


